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BENEFITS
 ́ Compliant to BS 7533-7:2010
 ́ Cost effective
 ́ Available in bulk silos or bags

DESCRIPTION
Parex Fine Bedding Concrete (FBC) is a permeable Portland cement-based 
powder mix which is polymer reinforced. The mix design includes special 
powerful plasticising agents which produce a workable mortar suitable for 
bedding paving units. The low water requirement enables the placed mortar 
to rapidly develop the compressive strength required to support the placed 
paving elements.

Supplied ready mixed either in: silos, bulk bags or 25kg bags, Parex FBC is an 
integral member of the Parex range of Streetscape Mortars, and is designed 
specifically to conform to BS 7533-7:2010. It should be used in conjunction 
with: Parex Granatech or Parex SettPoint, to provide a fully compliant 
bedding and jointing system for hard landscaping products.

The pre-blended product is ready for on site mixing and only requires the 
measured addition of water.

The resulting mixes have good freeze-thaw stability and are resistant to 
oil and many chemical environments. Placement thickness may be in the 
nominal range 40mm to 75mm in a single layer.

USES
 ́ Bedding of paving units for vehicular traffic
 ́ Bedding of paving units for pedestrian traffic

TYPICAL PROPERTIES @ 20˚C

Note: The bond strength attained is a function of the mortar used and the 
porosity/surface texture of the paving unit. When bedding paving units, the 
inclusion of a priming/bond coat of Parex Bond Plus Mortar is essential for 
vehicular trafficked areas.

SPECIFICATION OUTLINE
Bedding of paving units shall be carried out using Parex Fine Bedding 
Concrete. The product must be stored, handled and used strictly in 
accordance with the manufacturer’s instructions.

3 days 7 days 28 days

Compressive Strength 20 N/mm2 30 N/mm2 40 N/mm2

Tensile Strength 2.5 N/mm2

Flexural Strength 6.0 N/mm2

Bond Strength* 2.0 N/mm2

Youngs Modulus 21,000 N/mm2

Density 2000 kg/m3

Usable Life 45 minutes



The information, and, in particular, the recommendations relating to the application and end use 
of Sika® products, are given in good faith based on Sika’s current knowledge and experience of 
the products when properly stored, handled and applied under normal conditions.  In practice, 
the differences in materials, substrates and actual site conditions are such that no warranty in 
respect of merchantability or of fitness for a particular purpose, nor any liability arising out of any 
legal relationship whatsoever, can be inferred either from this information, or from any written 
recommendations, or from any other advice offered.  The proprietary rights of third parties must 
be observed.  Please refer to our homepage www.sika.co.uk for our current standard terms & 
conditions applicable to all orders. Users should always refer to the most recent issue of the Product 
Data Sheet for the product concerned, copies of which will be supplied on request.
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QUALITY ASSURANCE
Parex has an integrated management system. This is externally accredited 
to: BS EN ISO 9001, BS EN ISO 14001 and BS ISO 45001.
Colour variation between deliveries may occur due to the variation in the 
raw materials used. The physical characteristics and consistency remain 
unaffected.

STANDARDS
Fine Bedding Concrete has been tested in accordance with the relevant Parts 
of the following standards: BS 7533-7:2010, BS 1881 and BS EN 12697-19.

INSTRUCTIONS FOR USE
Preparation
Contact surfaces must be sound, clean and provide a good mechanical key. 
Remove any loose material, laitance, plaster, paint and oily deposits.

Priming
Prepare a priming scrub coat of Parex Bond Plus Mortar. Prime the prepared 
substrate and the underside of the paving units with the priming scrub coat 
using a stiff bristle brush. Apply the Parex FBC before the priming coat has 
dried.

Mixing
Parex FBC is supplied in: silos, bulk bags or 25kg bags. The water 
requirement is 8-9% or 2-2.25 litres of water per 25kg bag. When using 
mortar from a silo, connect the power and water strictly in accordance with 
supplier’s instruction and dispense ready mixed mortar as required. Mixing 
of bagged FBC requires a forced action mixer such as a Creteangle.

Placing of Fine Bedding Concrete and Paving
Apply the mixed Fine Bedding Concrete to the primed substrate before the 
priming coat has dried. Compact the Fine Bedding Concrete to ensure good 
contact with the underlying primed surface. Paving units surfaces should be 
free of dust and contamination. It is advisable to dip setts/cubes in water to 
clean them prior to priming. Prime the back of the paving units being used 
and place the units onto the wet Fine Bedding Concrete and adjust the levels 
as required. Always ensure that the Fine Bedding Concrete layer is fully 
compacted.

Application thickness of the Fine Bedding Concrete should be in the range of 
40mm to 75mm. In situations where thick layers are required to be built up, 
the surface of the under layer should be left with a wood float finish and 

should be scored. Subsequent Bond Plus and Fine Bedding Concrete layers 
may be applied as soon as the initial layer is firm enough not to distort under 
the new work.

Fine Bedding Concrete may be applied at temperatures between 5˚C and 
35˚C. For application at temperatures outside this range, contact the 
Technical Service Department.

Curing
In temperate ambient conditions, no special curing is required. In severe 
drying conditions of high temperatures and high wind, the paved surface 
should be sprayed with water to assist with temperature control of the 
paving surface and provide water for additional curing of the Fine Bedding 
Concrete.

PRECAUTIONS
Health and Safety
Fine Bedding Concrete is alkaline when mixed with water and should not 
come into contact with skin or eyes. Avoid inhalation of dust during mixing 
and wear safety glasses, dust mask and gloves. If skin contact occurs, wash 
thoroughly with clean water. Should eye contact occur, rinse immediately 
with plenty of clean water and seek medical advice.
Full health and safety data are given in the Product Safety Data Sheet.

Fire
Fine Bedding Concrete is non-flammable.

YIELD
Nominal yield - 2 tonne per cubic metre, of wet mix.
13.5 litres per 25kg bag.

STORAGE AND SHELF LIFE
Bagged FBC will have a shelf life of 6 months when kept in dry conditions 
at a temperature of 5˚C to 35°C. Storage at higher temperatures or high 
humidity may reduce the shelf life.

Bulk bags should be used as soon as possible after delivery. Bags not to be 
used immediately should be stored on pallets and undercover.

Packaging and Ordering
Fine Bedding Concrete is supplied in silos, bulk bags or in 25kg bags.

For further information and sales, please contact us on the details below.


